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SpecificationsFeatures

‧SATA III (Bandwidth: 6Gb/s)
‧Compliance with SATA Revision 3.2Host Interface

‧Single-CPU architecture with built-in 32-bit microcontroller
‧UMC 40nm process technologyProcessor

‧Phison 2nd generation LDPC ECC engine
‧End-To-End Data Path ProtectionData Reliability

‧Operating range: 0~70°C
‧Storage range: -40~85°C
‧Operating junction temperature: -40~125°C

Temperature Range

‧Sequential Read up to 550MB/s
‧Sequential Write up to 500MB/s
‧4K Random Read up to 90K IOPS
‧4K Random Write up to 85K IOPS

Performance

‧GPIO pins
‧Built-in JTAG function
‧Built-in UART function
‧I2C and SPI for external ROM

Peripheral

‧DRAM-lessDRAM Controller

‧N/ASecurity

‧DEVSLP < 5mWPower Management

‧169-ball LFBGA, 9 mm x 9 mmPackage

‧Up to 2 Channels with 16 chips enable (CE) 
‧Flash transfer rate up to 533MT/s
‧Capacity up to 1TB
‧Support 2D SLC/MLC,and 3D TLC/QLC NAND flash memory
‧Compliance with Toggle 2.0 and ONFi 4.0
‧Flash I/O operating voltage supply 1.2V/1.8V

Flash Controller
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2D MLC/TLC, 3D MLC/TLC/QLC

85K IOPS

85K IOPS

2.5" 5V ± 5% ; M.2 3.3V ± 5% 

90K IOPS

85K IOPS

1000 mW 1300 mW 1800 mW 2000 mW 2100 mW

335 mW 335 mW 335 mW

Solutions




